
Active Speaker System

Tweeter 

Mid-Woofer

Power Output

Signal-Noise Ratio

Frequency Response

Input Interface

Cabinet Size (WxHxD)

Net Weight

Input Sensitivity

:  Phase Correction Horn Loaded Ribbon Tweeter

:  5.5" Aluminum Cone Neo Power Mid-Woofer

:  L/R(Treble) 10W + 10W 
   L/R(Woofer) 55W + 55W

:  L/R:≥90dB(A)

:  Balance Input 1000±50mV ; AUX Input 550±50mV
   Bluetooth Input 1000±50mFFs ; Optical Input 350±50mFFs
   Coaxial Input 350±50mFFs

:  46Hz-20KHz

:  AUX, Balance Input, Optical, Coaxial, Bluetooth.
  
:  225 x 355 x 295 (mm)

:  19 Kg (42 Pounds) / Set

FEATURES

*All specifications are subject to change without notice

Continuing the legacy of speaker designer, 
Phil Jones, we bring you the new Airpulse 
A200 Active Speaker System that combines 
reference monitor sound quality with timeless 
retro styling.  

Phase Correction Horn Loaded Ribbon Tweeter
5.5” aluminium cone low distortion mid-woofer
25mm MDF with cherry wood veneer finished in satin lacquer
Versatile connectivity including AUX, Bluetooth, USB, Optical and Coaxial
Transparent speaker cable



EU DECLARATION OF CONFORMITY

WITH BELOW LISTED COMMUNITY LEGISLATION AND HARMONIZED
STANDARDS TO SATISFY THE SAFETY, QUALITY AND REGULATORY

REQUIREMENTS OF THE BELOW SPECIFIED PRODUCT

Name of the manufacturer Edifier International Limited

Address P.O. Box 6264 General Post Office Hong Kong

We, Edifier International Limited, declare under our sole responsibility that
following products：

Trademark Product Name Model Name

AIRPULSE Active Speaker System A200

has been tested and complies with the European Standard herein specified:
Radio Equipment Directive 2014/53/EU

Article 3.1a Health EN 62479:2010

Article 3.1a Safety EN 62368:2014+A11

Article 3.1b EMC

EN 55032:2012

EN 55020:2007+A11

EN 301489-1 V2.2.0

EN 301489-17 V3.2.0

Article 3.2 Radio Spectrum EN 300328 V2.1.1

Signature:

Printed name: Li Lanqiang

Position: Certification Center manager

Place and date of issue: DongGuan 2020-9-30



ΔΗΛΩΣΗ ΣΥΜΜΟΡΦΩΣΗΣ ΕΕ

ΜΕ ΠΑΡΑΚΑΤΩ ΑΝΑΓΡΑΦΟΜΕΝΗ ΚΟΙΝΟΤΙΚΗ ΝΟΜΟΘΕΣΙΑ ΚΑΙ
ΕΝΑΡΜΟΝΙΣΜΕΝΑ ΠΡΟΤΥΠΑ ΓΙΑ ΤΗΝ ΙΚΑΝΟΠΟΙΗΣΗ ΤΩΝ ΑΠΑΙΤΗΣΕΩΝ

ΑΣΦΑΛΕΙΑΣ, ΠΟΙΟΤΗΤΑΣ ΚΑΙ ΚΑΝΟΝΙΣΤΙΚΩΝ ΑΠΑΙΤΗΣΕΩΝ ΤΟΥ ΠΑΡΑΚΑΤΩ
ΠΡΟΣΔΙΟΡΙΣΜΕΝΟΥ ΠΡΟΪΟΝΤΟΣ

Όνομα του κατασκευαστή Edifier International Limited

Διεύθυνση
Ταχυδρομική Θυρίδα 6264 Γενικό ταχυδρομείο Χονγκ

Κονγκ

Εμείς, η Edifier International Limited, δηλώνουμε με αποκλειστική μας ευθύνη
ότι τα ακόλουθα προϊόντα:

Εμπορικό σήμα Όνομα προϊόντος Όνομα μοντέλου

AIRPULSE Σύστημα ενεργών ηχείων A200

έχουν ελεγχθεί και συμμορφώνονται με το Ευρωπαϊκό Πρότυπο που
καθορίζεται στο παρόν:

Οδηγία για τον ραδιοεξοπλισμό 2014/53/ΕΕ

Άρθρο 3.1α Υγεία EN 62479:2010

Άρθρο 3.1α Ασφάλεια EN 62368:2014+A11

Άρθρο 3.1β EMC

EN 55032:2012

EN 55020:2007+A11

EN 301489-1 V2.2.0

EN 301489-17 V3.2.0

Άρθρο 3.2 Ραδιοφάσμα EN 300328 V2.1.1

Υπογραφή:

Εκτυπωμένη επωνυμία: Li Lanqiang

Θέση: Υπεύθυνος κέντρου πιστοποίησης

Τόπος και ημερομηνία έκδοσης: Dongguan 2022-1-10


